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GENERAL COUNCIL NOTES

1. Quality of workmanship to comply with the SABS 0400 and
    National Building Regulations; and with the minimum standards
    specified in the standard preambles in the bill of quantities.
2. Contractor to check all dimensions, levels, gradients and heights
    before commencing work. Any errors to be reported immediately
    to architect/engineer.
3. Contractor to identify and locate existing services on site and to
    protect these from damage for the duration of the works.
4. Contractor to build in 250 micron PVC Damp Proof Course
    (whether or not these are shown on the drawings) to all external walls
    at each floor, beam and parapet level and to all windows and doors,
    with cavity walls to have stepped DPC.
5. Drawings are not to be scaled.
6. Roof structure, and foundations to structural engineers detail.
7. Retaining walls to structural engineers detail

DRAINAGE AND PLUMBING

1. All drainage and plumbing work and installation of sanitary fittings to comply
    with National Building Regulations and the Plumbing Institute of South Africa.
2. Inspection eyes to be provided at all bends and junctions which are to be
    suitably marked at ground level.
3. Minimum fall of drains to be 1:40.
4. Approved reseal traps to be provided at all waste fittings.
5. Inspection eyes at waste pipes to be accessible at all times.
6. Pipes are to be sized as follows: WHBs, sinks- diam32mm;
    showers- diam50mm; WCs, soil pipes, vents and stacks- diam100mm.
7. diam100mm vent stack to be built into wall section.

ELECTRICAL INSTALLATIONS

1. All electrical work to comply to National Building Regulations and SABS 0142.
2. All work to be done under the supervision of an electrician registered with the
    Electrical Contractors Association (SA)
3. Main Distribution Board to be built in to wall (with isolator, earth leakage
    devices and circuit breakers).
4. Electrical Cables to be PVC armoured copper cables (SABS 0150).
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REFER TO STANDARD FINISHES SPECIFICATION
BOOK: BASELINE SPECIFICATION
DOCUMENT (REV A)

REFER TO SANITARY SCHEDULE
(LABORATORY & ENGINEERING BUILDING)
FINISHES
Floors:
600 x 600mm Non sleep Porcelain tiles fixed with
Tal Profix adhesive
Walls:
300 x 300mm Porcelain wall tiles with a strip of 300 x 100mm
Porcelain wall tiles as shown on drawing (all as per baseline
specification document)

150 x 150mm porcelain wall tiles as shown on drawing

Part of walls to be plastered and painted as shown on drawing
all as per baseline specification document)
Skirting:
Porcelain wall tiles cut to 300 x 150mm as shown on drawing
to form skirting
Ceiling:
(SC-C-02) Flush Plaster Board Ceiling + Paint
6.4mm Gypsum board fixed print side up to screw-up
plasterboard ceiling system. Fibreglass skrim tape to butt
joints and plaster ceiling with 3-6mm skim plaster.

Cornice:
Metal prepainted shadowline
Sanitary fittings:
Refer to Sanitary schedule for all sanitary ware
Tile Legend:

600 x 300mm
porcelain wall tiles

150x 150mm
porcelain wall tiles

Porcelain wall tiles
Cut to 600 x 100mm

Porcelain wall tiles
Cut to 600 x 150mm
to form skirting

SCALE 1:50

Aluminium medium duty trim
from Genesis (011 822 9601)

100 x 100 wall tiles
as per spec.

300 x 300 wall tiles
as per spec.

Plastered and painted
wall.

300 x 150 wall tiles
as per spec (Skirting).

V Joint from slab
600 x 600 floor tiles
as per spec.

300 x 300 wall tiles
as per spec.

WALL TILES EDGE FINISH DETAIL
SCALE :  1:5

Note: details are applicable to all
wall tiles edge finish.

FLOOR TO WALL TILES EDGE FINISH DETAIL
SCALE :  1:5
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WASH TROUGH VANITY TO ARCHITECTS DETAIL
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45x45x3mm Thick galvanized
mild steel equal angle sections,
fixed to brick wall.

Walcro 420 Metering Pillar tap
angled CP 15MM (TP01)

Stainless steel drain channel
folded from one piece with both
ends closed and sealed for
leakages, with 5 drainage points.

450mm wide Trough
Finish: 20mm Thick Eezi Quartz -
Bianco Supremo finish, fixing and
sealant to specialist specification.

4°

Max-On Top Compact Laminate
Timber veneer panels -16mm thick
Walnut Veneer 4537 R finish.

26
0

20

50 450

205

250mm Wide Tap ledge
Finish: 20mm Thick Eezi Quartz -
Bianco Supremo finish, fixing and
sealant to specialist specification.

19.52mm x 19.52 mmx1.2mm
Aluminuim U-Channel with Black finish

1200x600mm Full bodied
porcelain wall tiles.

50.8mm x 24.5 mmx 3.18mm
Aluminuim U-Channel with LED light,
fixed to galvanized mild steel
substructure

Mirror to spec.

GROUND FLOOR PLAN - ABLUTIONS LAYOUT
SCALE 1 : 5 0

S4/AR/510_02

GROUND FLOOR PLAN
ABLUTIONS LAYOUT
VANITY DETAIL
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GENERAL COUNCIL NOTES

1. Quality of workmanship to comply with the SANS 10400 and
    National Building Regulations; and with the minimum standards
    specified in the standard preambles in the bill of quantities.
2. Contractor to check all dimensions, levels, gradients and heights
    before commencing work. Any errors to be reported immediately
    to architect/engineer.
3. Contractor to identify and locate existing services on site and to
    protect these from damage for the duration of the works.
4. Contractor to build in 250 micron PVC Damp Proof Course
    (whether or not these are shown on the drawings) to all external walls
    at each floor, beam and parapet level and to all windows and doors,
    with cavity walls to have stepped DPC.
5. Drawings are not to be scaled.
6. Roof structure, and foundations to structural engineers detail.
7. Retaining walls to structural engineers detail

DRAINAGE AND PLUMBING

1. All drainage and plumbing work and installation of sanitary fittings to comply
    with National Building Regulations and the Plumbing Institute of South Africa.
2. Inspection eyes to be provided at all bends and junctions which are to be
    suitably marked at ground level.
3. Minimum fall of drains to be 1:40.
4. Approved reseal traps to be provided at all waste fittings.
5. Inspection eyes at waste pipes to be accessible at all times.
6. Pipes are to be sized as follows: WHBs, sinks- diam32mm;
    showers- diam50mm; WCs, soil pipes, vents and stacks- diam100mm.
7. diam100mm vent stack to be built into wall section.

ELECTRICAL INSTALLATIONS

1. All electrical work to comply to National Building Regulations and SABS 0142.
2. All work to be done under the supervision of an electrician registered with the
    Electrical Contractors Association (SA)
3. Main Distribution Board to be built in to wall (with isolator, earth leakage
    devices and circuit breakers).
4. Electrical Cables to be PVC armoured copper cables (SABS 0150).
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DETAIL B - WASH TROUGH DETAIL
SCALE 1 : 1 0

250mm Wide Tap ledge (Granite)

Cobra "Carina" 15mm chrome basin
mixer (Refer to sanitary schedule)

450mm Wide Trough (Granite)

19.52mmx 19.52mm Aluminuim U-
Channel with Black finish
Stainless stell drain channel folded from
one piece with both ends closed and
sealed for leakage

Max-On Top Compact Laminate Timber
veneer panels - 16mm thick Walnut
Veneer 4537 R finish.

45x45x3mm Thick galvanised mild steel
equal angle selections, fixed to brick
wall.

50.8mm x 24.5mm x 3.18mm Aluminium
U-Channel with LED light, fxed to
galvanized mild steel substructure
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32 32
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Min. 600mm Max 800mm Refer to floor plan

32

38 x 38mm Superwood
frame

38 x 38mm Superwood
frame

22mm Thick superwood
closing panel

Brickwork

Cubicles Section

Cubicles Section
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32mm dia. stainless steel
side grab rail

Paraplegic grab rails
to spec

32mm dia. stainless steel
rear grab rail

4mm Silvered float glass copper
mirrors with 10mm bevelled and
polished edges fixed with double
sided adhesive tape

4mm Silvered float glass copper
mirrors with 10mm bevelled and
polished edges fixed with double
sided adhesive tape

4mm Silvered float glass copper
mirrors with 10mm bevelled and
polished edges fixed with double
sided adhesive tape

2100mm High walls
between cubicles

Paper towel dispenser
Code: SA426125

Soap dispenser
Code: SA427716

Reflex stainless steel
disposer bin
Code: SA426135Soap dispenser

Code: SA427716

Reflex stainless steel
disposer bin
Code: SA426135

Paper towel dispenser
Code: SA426125

Soap dispenser
Code: SA427716

Soap dispenser
Code: SA427716

Soap dispenser
Code: SA427716

Soap dispenser
Code: SA427716

Paper towel dispenser
Code: SA426125

Reflex stainless steel
disposer bin
Code: SA426135

Paper towel dispenser
Code: SA426125

Reflex stainless steel
disposer bin
Code: SA426135
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T/O of  FFL

2475 U/S of  Bulk head
Bulkhead
To detail

3060 U/S of  Ceiling

Mirror Mirror

Plaster and
Paint

Vanity basin for 4

Mirror Mirror Mirror Mirror

T/O of  FFL

2475 U/S of  Bulk head

3060U/S of  Ceiling

Vanity for 2 basins
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ZONE A2
2nd FLOOR LEVEL
SCALE 1:50

ZONE A3
2nd FLOOR LEVEL
SCALE 1:50
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ZONE A4
2nd FLOOR LEVEL
SCALE 1:50
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TYPICAL BASIN DETAIL
SCALE 1:10

Plastered & Pinted

Plastered & Pinted

Typical Openable Panel Detail
SCALE 1:5
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Wash Trough

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

150 x 150mm wall
tiles as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

150 x 150mm wall
tiles as per spec

150 x 150mm wall
tiles as per spec

150 x 150mm wall
tiles as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 100mm tiles finished
with genesis metal trims
as per spec.

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

300 x 100mm tiles finished
with genesis metal trims
as per spec.

300 x 300mm wall
tiles as per spec

300 x 150mm tile
skirting as per spec

150 x 150mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 300mm wall
tiles as per spec

600 x 150mm tile
skirting as per spec

600 x 300mm Porcelain
wall tiles as per spec

600 x 300mm Porcelain
wall tiles as per spec
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