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GENERAL COUNCIL NOTES

1. Quality of workmanship to comply with the SABS 0400 and
    National Building Regulations; and with the minimum standards
    specified in the standard preambles in the bill of quantities.
2. Contractor to check all dimensions, levels, gradients and heights
    before commencing work. Any errors to be reported immediately
    to architect/engineer.
3. Contractor to identify and locate existing services on site and to
    protect these from damage for the duration of the works.
4. Contractor to build in 250 micron PVC Damp Proof Course
    (whether or not these are shown on the drawings) to all external walls
    at each floor, beam and parapet level and to all windows and doors,
    with cavity walls to have stepped DPC.
5. Drawings are not to be scaled.
6. Roof structure, and foundations to structural engineers detail.
7. Retaining walls to structural engineers detail

DRAINAGE AND PLUMBING

1. All drainage and plumbing work and installation of sanitary fittings to comply
    with National Building Regulations and the Plumbing Institute of South Africa.
2. Inspection eyes to be provided at all bends and junctions which are to be
    suitably marked at ground level.
3. Minimum fall of drains to be 1:40.
4. Approved reseal traps to be provided at all waste fittings.
5. Inspection eyes at waste pipes to be accessible at all times.
6. Pipes are to be sized as follows: WHBs, sinks- diam32mm;
    showers- diam50mm; WCs, soil pipes, vents and stacks- diam100mm.
7. diam100mm vent stack to be built into wall section.

ELECTRICAL INSTALLATIONS

1. All electrical work to comply to National Building Regulations and SABS 0142.
2. All work to be done under the supervision of an electrician registered with the
    Electrical Contractors Association (SA)
3. Main Distribution Board to be built in to wall (with isolator, earth leakage
    devices and circuit breakers).
4. Electrical Cables to be PVC armoured copper cables (SABS 0150).
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Refer to Engineer's drawing no:
P13-006-003-702 for column details

Refer to Engineer's drawing
for Fire escape stair 02

Refer to Engineer's drawing
for Fire escape stair 01

12mm stone drainage layer 50mm thick on Delta
Floraxx / MS2OP or similar approved drainage layer
(open cups facing up) on Thermoflex 2mm slip sheet
or similar approved bonded at edges to Polyglass
4mm Torch-On, on Mapei Polyglass Evolight 3mm and
Mapei Polyglass 4mm Antiradice P or similar approved,
by specialist waterproofing contractor, on 35mm
minimum thick cement screed at 1:50 falls to engineer's
detail, on RC slab to engineer's detail
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detail, on RC slab to engineer's detail

Unbreakable ductile iron 'Full-Flow' 180 degrees
vertical 'eared' roof outlet, with heavy duty uPVC
down pipes cast into column
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down pipes cast into column

Unbreakable ductile iron 'Full-Flow' 180 degrees
vertical 'eared' roof outlet, with heavy duty uPVC
down pipes cast into column

PVC vented stack

PVC vented stack

Waterproofing:
Bituman membrane polyster reinforced
by Derbigum Manufacturing Pty Ltd
finished with bituminous aluminium paint
recommended by the roofing membrane
manufacture.
Waterproofing to overlap parapet wall

Roller course coping
with bullnose
Colour: Firelight travertine

Roller course coping
with bullnose
Colour: Firelight travertine
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recommended by the roofing membrane
manufacture.
Waterproofing to overlap parapet wall

Waterproofing:
Bituman membrane polyster reinforced
by Derbigum Manufacturing Pty Ltd
finished with bituminous aluminium paint
recommended by the roofing membrane
manufacture.
Waterproofing to overlap parapet wall

Roller course coping
with bullnose
Colour: Firelight travertine

Roller course coping
with bullnose
Colour: Firelight travertine

001
W-20

002
W-20

003
W-20

004
W-20

005
W-20

010
W-20

009
W-20

008
W-20

007
W-20

006
W-20

AC DUCT

OUTLET

AC DUCT
POSITION TO
BE MEASURE
ON SITE

1

2

3

4

5

6

7

8

9

10
11

12

13

14

15

16

17

18

19

20

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

G GG G

S
-0

1
S

-0
1

400 12 535

18
0

6 
86

2
40

0

5 475 370

T.O.C +7,795

Kliplock 700 Insulated matel roof sheeting
colour coated one-side, on Sisalation FR 405
or similar approved on galvanised ms lipped
channel purlins welded to galvanised ms angle
cleatsfixed to galvanised ms IPE rafters fixed to
galvanised ms hollow section square posts fixed
to concrete up stand beams to engineer's detail
and specifications
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to concrete up stand beams to engineer's detail
and specifications
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ROOF PLAN
SCALE 1:100

O.N 1:100

5CN

A 04-02-2014 ISSUED FOR TENDER

0 14-04-2015 ISSUED FOR CONSTRUCTION AT SITE HANDOVER

1 12-09-2016 ROOF GUTTERS LAYOUT

2 12-09-2016 ROOF GUTTERS LAYOUT

3 28-09-2016 ROOF GUTTERS LAYOUT

4 28-09-2016 COPING SHOWN ON ROOF

5 14-10-2016 ROOF COPING REDUCED
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