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NOTE TO ELECTRICAL ENGINEER

MANUFACTURER'S RECOMMENDATIONS:

SUPPLY ELECTRICAL CABLE TO AC UNITS

1.5mm² -CABLE LESS THAN 20 METRES

2.5mm² -CABLE MORE THAN 20 METRES

LEGEND

WIRED REMOTE CONTROLLER

CENTRALIZED CONTROLLER

REFRIGERANT SCHEMATICAL PIPEWORK LAYOUT

VRF REFRIGERANT PIPEWORK - REFNET JOINT

VRV REFRIGERANT PIPEWORK - MODE CHANGE UNIT

DG1

DG2

15x150mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

200x150mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

DG3

DG4

DG5

DG6

250x200mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

250x250mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

350x300mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

600x600mm DOOR GRILLE, NO VIEW, NATURALLY ANODISED ALLUMINIUM 

DV1

DV2

Ø150mm DISC VALVE

Ø200mm DISC VALVE

DRAINAGE SCHEMATICAL PIPEWORK LAYOUT
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